CIGN CALGARY, AB Canada -- 700 kHz
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Azimuth  Etpeo Estd Faug 0 Sff - 170 Azimuth  Etheo Estd Faug
0 2808. 99 2949. 81 ) 180 171.12 185. 71
5 2884. 20 3028. 78 - - 185 142. 96 157. 28
10 2910. 24 3056. 11 The theoretical patternis used to create the 190 165. 22 179.72
15 2885. 79 3030. 44 i i 195 213. 67 229.21
20 2811.91  2952.88 standard pattern. Augmentations (if any) expand 200 26125 278.30
25 2691.82  2826. 80 the standard pattern in specified directions. See 205  295.40 313.70
30 2530. 62 2657. 56 Sections 73.150 and 73.152 of the FCC’s Rules. 210 311. 05 329. 96
35 2334. 84 2452. 03 215 306. 99 325.74
40 2112. 05 2218. 15 . 220 284.59 302. 49
45  1870.42 1964. 51 AM coverage may not mirror the pattern shown 225 247. 16 263.73
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80 1ii4 67 1171 6% conductivity or skywave propagation affecthow | 533 10313 13669
65 878. 27 923. 38 far the AM signal will travel. 245 85. 64 101. 44
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58 ‘2‘83; gg g%%: 58 Petterns for stations outside the USA are based on 528 %%E 28 %g% i’?
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100 55 34 74 71 AM directional patterns created before 1982 used 280 311. 52 330. 44
105 66. 24 83.92 units of 1 mV/m at 1 mile, not one kilometer. The 285 356. 45 377.21
ﬂg 51391: gg Zé: gg pattern values on such plotsat 1 mile will be %gg 2%3' g% ‘5"% 5138
120 44. 35 66. 14 0.62137 of the values listed here. Measured 300 586. 03 617.12
125 110. 82 125. 48 305 706. 59 743. 40
150 182 74 167 54 pattern values may vary from values shown here. 310 855 31 858 57
135 253. 15 269. 92 . . 315 1024. 18 1076. 41
140 315.52 334. 60 Plot is best printed on 11" by 17" or larger paper. 320 1218.88 1280. 68
145 363. 96 385. 03 325 1432. 68 1505. 04
150 393.73 416. 07 330 1659. 53 1743. 14
155 401. 66 424. 35 335 1891. 72 1986. 86
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